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Each one of our caster lines has a specific domain in which they are meant to excel. This is no 
different with the CC Stark. Every detail of the CC Stark’s design has been customized to produce 
the best caster in the world for most towline applications. We’re talking about high speeds with 
heavy weight, although push/pull applications with heavier weight are no problem for the CC Stark 
as well. In our internal tests, it performs incredibly well with push/pull applications, but what the 
CC Stark is intended for is heavy weight at high speeds.

CC Stark Overview
Simply put, the CC Stark is the best caster in the world for 
towline applications with high speeds and heavy weights. It 
works quite well with heavy push/pull applications and is an 
extremely durable wheel. It comes standard, with a 4-year 
warranty.

CC Stark Features & Benefits Ideal Industries Applicable Uses

• Best caster in the world for most towline applications
• Very durable
• 4-year warranty
• Great for heavy push/pull applications
• Virtually maintenance free
• Available in an 8” wheel diameter by 2” wheel width

Automotive
Aviation & Aerospace
Industrial/Mechanical Engineering
Manufacturing
Material Handling
Metal Fabrication

Debris Issues
Ergonomic Concerns
Floor Protection
Noise Reduction
Metal Chips
Push/Pull Reduction
OEM Equipment
Safety
Towlines

The features that allow 
end-users to carry this weight 
at such high speeds also 
make this caster incredibly 
durable. This isn’t some clunky 
workhorse of a caster, however. 
Think about the speed and 
handling of a Ferrari with 
the durability and carrying 
capacity of a Mack Truck.  
The capabilities of the  
CC Stark begin with its  
unique polyurethane.

Durometer 92 Shore A (+/- 5)

Wheel Tread High Quality Polyurethane

Wheel Core Aluminum Waffle Design

Bushings Precision Ball Bearing

Temperature Range -25° to +180° F

Hub Length w/ Bushings 2-1/2”

Axle Diameter 1/2”

Rolling Resistance VERY LOW

Operating Noise VERY LOW

Floor Surface Preservation VERY GOOD

POLYURETHANE: CC STARK

If you’re not familiar with polyurethane, know that each polyurethane blend is unique. Hundreds 
of products are made from polyurethane, such as lacquer and spandex. That means that each 
blend is meant for a specific purpose, and that is no different with the CC Stark. The CC Stark’s 
polyurethane is one of the most unique on the market today.
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Polyurethane blends differ in two main ways: in 
durometer and rebound resilience. Durometer 
is simply how hard a substance is. Hardness 
is important since, all things being equal, the 
harder the wheel, the easier it rolls and the 
more weight it can carry. You can push this to 
the extreme, however. A blend with too high of 
a durometer will not grip the floor as well and 
can slide in towline applications. This can be 
dangerous!

Harder wheels do not handle debris, can destroy 
certain floors, and can cause lots of noise.

Rebound resilience is essentially the elasticity 
of your polyurethane and does not necessarily 
rely on your durometer, although it is difficult, 
at times, to achieve a high rebound resilience 
if your polyurethane is too hard. Essentially, 
two polyurethane blends that have the same 
durometer can vary tremendously in rebound 
resilience.

A polyurethane blend with high rebound 
resilience, such as the CC Stark’s blend, gives 
you all sorts of advantages. It allows your casters 
to spring off of the floor with ease (inherent 
potential energy), grip and preserve the floor 
better, dampen sound, and resist and repel 
debris (think a trampoline). This keeps your 
wheels clean (debris bounces off of the wheel) 
and allows you to navigate over debris and other 
impediments with ease.

The CC Stark polyurethane has a higher 
durometer at 92 Shore A (+/- 5). This, in part, 
is what allows the CC Stark to handle higher 
weight loads at high speeds. Despite this 
higher durometer, it still maintains tremendous 
rebound resilience, so the wheel protects floors, 
dampens sound, grips and maneuvers over 
almost any surface, and handles debris.

It is relatively easy to create a polyurethane that 
is as hard as a rock or as soft as Swiss cheese. 

However, a polyurethane with a higher 
durometer and high rebound resilience, like the 
CC Stark’s, is very difficult to achieve. On top of 
this, the polyurethane has an extremely strong

 

bond to its aluminum core, while at the same 
time being more resistant to water, abrasion, 
and erosion than most other casters, including 
our other lines. The combination of all of these 
features is what separates this product from all 
others on the market today.

RIG AND DESIGN: CC STARK

Besides the perfect polyurethane, two other 
features allow the CC Stark to thrive with heavy 
weights at high speeds. The flat tread is meant 
for the higher compression and the frequent 
turning of towlines. The polyurethane itself is 
bonded to an aluminum waffle core for heat 
dissipation, so that the polyurethane is more 
removed from the heat buildup also often 
encountered in towlines.
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The standard CC Stark rig itself has been 
designed from top to bottom with towlines and 
heavy weights in mind. The rig has reinforced 
forks and a monstrous forged kingpin. Forging 
of metal is the process of heating the metal and 
shaping it in that original form as opposed to 
casting, which forms the metal from a liquid 
state. Forging metal with casters creates a 
caster with fewer separate parts since metal 
sections that are normally connected with a 
standard kingpin are actually a completely 
whole piece of metal with a forged kingpin.

This forged kingpin forms the base of the rig. 
In addition to this kingpin, the rig also employs 
two solidified raceways, a thrust bearing, and a 
tapered roller bearing. These features guarantee 
that your rig will be smooth and therefore also 
extremely durable.

GUARANTEED

This all produces a rig that is butter smooth, 
that has the highest tolerances, and that is 
virtually maintenance-free, although a Zerk 
fitting is included. This, combined with the  
CC Stark wheel, achieves exceptional durability. 
This durability allows us to confidently offer a 
4-year warranty, which matches or exceeds any 
warranty in the industry.

The CC Stark is a premium product with the 
highest performance standards both indoors 
and outdoors, so every day, you’ll work with 
casters that perform flawlessly in the most 
demanding conditions. We have over three 
decades of experience with casters, so we’ve 
seen how often casters need to be replaced in 
some facilities. With CC Starks, the total cost of 
ownership will be substantially lower than with 
any other caster. You’ll have the best-performing 
casters at a lower price, have more efficiency 
since you’ll be able to move more product faster, 
have no downtime because your casters failed, 
and you won’t need to worry about replacing 
your casters every year. You’ll put them on, run 
fast and heavy, and maybe in 4 years you’ll have 
to replace them. We want your life to be simple 
and worry-free when it comes to your casters. 
It’s that simple. Skeptical? We literally guarantee 
you’ll love our CC Starks.

“A polyurethane blend with 
high rebound resilience, 
such as the CC Stark’s 
blend, gives you all sorts of 
advantages. It allows your 
casters to spring off of the 
floor with ease (inherent 
potential energy), grip and 
preserve the floor better, 
dampen sound, and resist 
and repel debris...”
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CC Stark Overview

Durometer 92 Shore A (+/- 5)

Wheel Tread High Quality Polyurethane

Wheel Core Aluminum Waffle Design

Bushings Precision Ball Bearing

Temperature Range -25° to +180° F

Hub Length w/ Bushings 2-1/2”

Axle Diameter 1/2”

Rolling Resistance VERY LOW

Operating Noise VERY LOW

Floor Surface Preservation VERY GOOD

Simply put, the CC Stark is the best caster in the world for 
towline applications with high speeds and heavy weights. It 
works quite well with heavy push/pull applications and is an 
extremely durable wheel. It comes standard, with a 4-year 
warranty.

2” Wide CC Stark Wheel
Bearing

Part # Description Wheel
Diameter

Wheel
Tread 
Width

Hub 
Length

Bore 
Size

Weight
Capacity

WC-60-800200-40-ID04
CCSTARK-8-1/2

8” X 2” CC STARK 
WHEEL w/  
TOP HATS

8” 2” 2-3/5” 6204 RS Ball Bearing 1/2” 2,000 
LBS.

*Part numbers for many of Caster Connection’s products have changed since 2019. As a convenience to our clients, obsolete part 
numbers are grayed out and paired with each new part number for the associated product in the charts below.

If you have an obsolete part number not listed, please contact Caster Connection for assistance in making the conversion.

CC Stark Features & Benefits Ideal Industries Applicable Uses

• Best caster in the world for most towline applications
• Very durable
• 4-year warranty
• Great for heavy push/pull applications
• Virtually maintenance free
• Available in an 8” wheel diameter by 2” wheel width

Automotive
Aviation & Aerospace
Industrial/Mechanical Engineering
Manufacturing
Material Handling
Metal Fabrication

Debris Issues
Ergonomic Concerns
Floor Protection
Noise Reduction
Metal Chips
Push/Pull Reduction
OEM Equipment
Safety
Towlines

8” x 2” Wide CC Stark Caster

Part # Description Wheel
Diameter

Wheel
Tread 
Width

Overall 
Height

Weight
Capacity

Swivel 
Radius

Swivel 
Lead Top Plate

CC-5160-800200-40-T2
CCSTARK-8S

8” X 2” CC STARK 
SWIVEL CASTER 8” 2” 10-1/8” 2000 

LBS. 7-7/16” 3-7/16” 4-1/2” X 6-1/4”

CC-5060-800200-40-T2
CCSTARK-8R

8” X 2” CC STARK 
RIGID CASTER 8” 2” 10-1/8” 2000 

LBS. N/A N/A 4-1/2” X 6-1/4”


